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Configurazione Router ZYXEL VMG1312-B10D

01.

Collegare il router, aprire il browser e digitare
I’indirizzo http://192.168.1.1/

Inserire username e password di default
OVVero:

username: admin
password: 1234

cliccare su Login

® @ # 192.168.11 e @ ¢ | Q Cerca

ZYXEL

Welcome
Welcome to VMG1312-B10D configuration interface.

usemame:  EERANEETN
Passwor: (KRR
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02.

Inserire una nuova password se richiesto,
questa sara conosciuta solo da voi quindi &
opportuno salvarla 0 memorizzarla, se questa
venisse dimenticata, per accedere nuovamente
al router sara necessario eseguire il reset alle
impostazioni di fabbrica.

@ © & 19216811 v @ ¢ [ Q cerca

ZYXEL

Change Password
The password must contain é to 256 characters, include 0-9 and a-z.

Verify New Password :

I SI I.I N E info@isiline.com
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03.

Cliccare su Close per chiudere la procedura
wizard di configurazione automatica.

. bl s ole X

c @ © & 19216811 = @ | | Q Cerca "o »

Quick Start

Welcome to Quick Start wizard

The wizard will guide you through the basic settings of this device. This will take about few minutes to
complete. Click Next te begin.

Time Zone: (GMT+01:00) Amsterdam, Berlin, Bern, Rome, Stockholm, Vienna ﬂ

Do not automatically show this Quick Start after login. Back Next Close
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04.

Per procedere alla configurazione della connessione,
cliccare su Network Setting — Broadband

| P—

2 @ @ B 19216811 we @ 9| | Q Cerca n @

ZYXEL wvmciziz-sioo g EFE® % cucksior B Logou

Network Map
Viewing mode | % Rotresh intervel [N

-

F
—

Connection Status
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05.

| profili ADSL e ETHWAN, se presenti possono essere
eliminati Jjj Cliccare su .7 per modificare il profilo
VDSL

~Welcome to the Web-Based Cont X

! @ @ & 19216811 s @ ! | Q Cerca m @

ZYXEL wmciaizmion g EFTHT ¥ quckson B logout

You can configure the infemet setfings of this device. Comect configurations buld successiul Infernot connection.

Add New WAN Interfac

Hetwork Sefing
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06.

Impostare i parametri essenziali: MTU

+ MTU: 1492
General
+  Name: VDSL Routing Feature

+  Type: ADSL/VDSL over PTM
+  Mode: Routing

+ Encapsulation: PPPoE

+ IPv4/IPv6 Mode: IPv4 Only

PPP Information

+  PPP User Name: username fornito da
ISILine

+  PPP Password: password fornita da ISILine

+ PPP Connection Trigger: Auto Connect

IP Address
+ Obtain an IP Address Automatically

VLAN
+ Disable

+ Nat Enable: Enable

* Fullcone NAT Enable: Disable

+ IGMP Proxy Enable: Disable

+ Apply as Default Gateway: Enable

DNS Server

+ Use Following Static DNS Address

*  Primary DNS Server: 213.144.64.1

+ Secondary DNS Server: 213.144.66.1

Cliccare su OK
A questo punto il router & correttamente

configurato e puo essere connesso alla linea
FTTC/VDSL fornita da ISILine.

General
Marme

Mg O Routing | Briage

Encapsuiafion PrroE

IPed/IPvs Mode 1Pd Oty 8

FPF Information

PPP User Nome
PPP Podsword

PPP Connechion Trgger
PPRSE Possthrough

IP Address
1D Obtain an IP Addres Automatically
$afic [P Address

Active ;

B0llq:

MU
MU

Roufing Feature
MAT Enatinin
Fulicone NAT Enable
IGMP Prowy Enalbie
Apgly o Deloull Galewsy
DNS server
Obtgin DNS info Automaticoly
D Use Foliowing Static DNS Address
Primary DS Server
Secondary DNS Server

ISILINE

wsemame,_fomite

pasword_fornita

B passweord unmask

0 Auto Connect
Enabie @ Disablo

On Demand

Enabie @ Diable

(0-a074)

O Enable  Dasble
Enabie @ Dsoble
Enabie ) Deable

@ Enable  Daable

213,144, 84, 1
203,144, 86, 1

oK Cancel |
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